
Extension of Company 
Headquarters Leitner AG – 
New Office Building, Sterzing
+  293 TRM 118/7.5 mm driven piles installed 

+  Total pile length approximately 4,580 m 

+  Pile foundation for the new office building 

+  Executing contractors: Graus GmbH & Keller Fondazioni S.R.L.

Fast. Simple. Safe.
www.trm.at
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The Initial Situation

Hall in Tirol

Sterzing

Leitner AG expanded its company headquarters in 
Sterzing with the construction of a new office buil-
ding. Due to the silty-sandy subsoil conditions, a deep 
foundation system was required to safely transfer the 
structural loads into competent bearing strata. 
In coordination with the executing contractor Graus 

GmbH, a total of 293 TRM driven piles with an 
average length of approximately 15.6 m were instal-
led by the specialist foundation contractor Keller 

Fondazioni S.R.L. Approximately 4,580 linear met-
res of driven piles were installed to provide a reliable 
foundation solution for the new building.

Subsoil conditions at the Sterzing site

The planned extension of the company 
headquarters in Sterzing required special 
foundation measures.
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Deep foundation

For the safe transfer of structural loads of the new 
office building in Sterzing, 293 TRM driven piles 
with an average length of approximately 15.6 m 
were installed, ensuring a durable and stable foun-
dation solution. Planning and geotechnical supervi-
sion were carried out in close cooperation between 
Graus GmbH and Keller Fondazioni S.R.L. 

For quality assurance, driving records were docu-
mented for each individual pile. In addition, four pile 
load tests were performed, successfully verifying a 
characteristic pile load capacity of 400 kN.

Installation of TRM driven piles for the office building
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MDo you have any questions? Our experts will be happy to advise you.


